
LIST OF MATERIALS:

INSTALLATION INSTRUCTIONS:

USING THE 3M CONNECTOR:

1. - standard 96! lengths, pre-assembled and factory sealed. (includes 7
mounting clips)

2. - custom lengths (3! increments), pre-assembled and factory sealed. (see chart for actual
lengths)

3. - used to mount accent2 tube to the wall and hide wires. One clip per 16! plus
one larger alignment clip (ACA2-MCL) are provided. (photo 1)

4. - powers 35 to 40 feet depending on color. (see loading chart)

1. Measure the wall to determine  the number of 96! standard length Accent2 tubes and the lengths of the
custom tubes. Allow for room between tubes for heat expansion. (photo 2)(see thermal expansion chart)

2. Add 1.5! to the length of one side for  an outside corner (photo 3). Subtract 1.5! from the length of one
side for an inside corner (photo 4).

3. Measure and then mark the wall or use a snap line to guide the installation of the Accent 2 tubes.

4. Secure the mounting clips to the wall, evenly spaced on 16! centers maximum. (photo 5) Mount longer
clips where two lengths will join. (photo 2)

5. Mount one Accent2 tube to the wall. Then, connect both wires from the next tube to the corresponding
wires from the installed tube using silicone-filled 3M connectors provided, matching wire colors. (photo 6)

6. Without stripping the insulation, insert both wires fully into any two holes and crush with pliers as shown.
Pull both wires to check whether proper connection has been made. Tuck the wires behind the tubes
under the clips to hold them in place. (photo 8) Accent2 is polarity sensitive so connect positive to
positive (yellow) and negative to negative (black).

7. Connect these two Accent2 tubes to the power source secondary wires. Note: power source positive wire
is red and negative wire is blue.

8. Repeat this process with the remaining Accent2 tubes finishing with the custom length on each wall. The
required custom length(s) can be assembled by US LED and factory sealed.

9. Plan for the placement of the power sources (transformers). These power sources can be placed in a
standard neon transformer can. No more than two transformers should be put in an outdoor transformer
can.

10. Be sure to make all electrical runs & connections in compliance with all applicable national & local
codes.

Accent2 tubes (ACA2-96-z)

Accent2 tubes

Accent2 clips (ACA2-MC)

80-watt 24-volt transformer (PSA-24-80)
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Accent2 Loading Chart
Model # Description Power Load 80W Min - Max
ACA2-z-R* 96" - 3" (Increments of 3" nominal lengths)

ACA2-z-O* 96" - 3" (Increments of 3" nominal lengths) 2.0 w/ft. 5 ft. (1.5m) - 35 ft. (10.7m)

ACA2-z-Y* 96" - 3" (Increments of 3" nominal lengths) 1.7 w/ft. 5 ft. (1.5m) - 40 ft. (12.2m)

ACA2-z-W* 96" - 3" (Increments of 3" nominal lengths) 2.0 w/ft. 5 ft. (1.5m) - 35 ft. (10.7m)

ACA2-z-B* 96" - 3" (Increments of 3" nominal lengths) 1.8 w/ft. 5 ft. (1.5m) - 40 ft. (12.2m)

ACA2-z-G* 96" - 3" (Increments of 3" nominal lengths) 1.8 w/ft.

* Custom Length (3.5" - 93")

2.0 w/ft. 5 ft. (1.5m) - 35 ft. (10.7m)

5 ft. (1.5m) - 40 ft. (12.2m)

Tube Length ~ Number of Clips
Up to 20" ~ 2 Clips

From 20" to 40" ~ 3 Clips
From 40" to 60" ~ 4 Clips
From 60" to 78" ~ 5 Clips
From 78" to 96" ~ 6 Clips
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Mounting clips
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Photo 2
Two tubes w/connector clip

Photo 3
Outside corner overlap

Photo 4
Inside corner overlap

Photo 5
Std clips on 16” centers

Photo 9
Connected to power source

Photo 8
Wires tucked behind clipPhoto 6

Installing 3M connector

Photo 7
Crushing 3M connector
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