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Warranty
•	 Backed by US LED’s industry-leading       

Ten-Year Warranty.

QubePark Select
LED Parking Garage Canopy | Selectable CCT and Wattage

Project Date

Catalog Number Type

Product Performance Summary

Lumen Output Up to 12,241 lumens

Efficacy Up to 168 LPW

CRI ≥ 80 CRI

Available CCT
Selectable CCT: 
3000K, 4000K, 5000K

Warranty Ten-Year Warranty

•	 120-277VAC; 50/60Hz input.

•	 Power Factor: >0.9; THD: <20%.

•	 0-10V dimming standard.

•	 Three conduit entries available. Back conduit 
entry is 3/4” NPT; side entries are 1/2” NPT.

•	 Operating temperature: -40°C to 45°C  
(-40°F to 113°F).

Electrical

Mounting
•	 Designed to be surface mounted or pendant 

mounted (pendant not included).

•	 Included connecting plate allows for faster 
installation on surface-mounted applications.

Ordering Information

•	 Precision-molded, proprietary acrylic lens is 
impact-resistant and won’t degrade.

•	 Type V symmetrical light distribution.

•	 Industry-leading LEDs with 3000K, 4000K, 
and 5000K CCT (minimum 80 CRI).

•	 Lumen Maintenance: 185,000 hours (L70) 2

Optics

UNVL 120-277V BZ Bronze

C Custom

N No Emergency 
Battery Back-Up

Y Factory-Installed 
Emergency 
Battery Back-Up

QPS1

Series Input Voltage Finish Color Battery Back-Up 3

1.	 Custom colors are available upon request; please consult the factory.

2.	 Product ‘Lifetimes’ refer only to the LED light engine, not the power source, and are based on the Illuminating Engineering Society’s TM21 Projected Lumen Maintenance methodology at a 25° C / 77° F ambient temperature. The 
lifetimes are solely meant to be a guide for expected LED degradation and not a warranty or predictive of their actual life, which can be affected by ambient temperatures and other factors.

3.	 Emergency battery back-up only available in Model 40.

Examples:  QPS1-40-UNVL-SCCT-BZ-N      
QPS1-80-UNVL-SCCT-BZ-Y PIR

Key Features
•	 Modern, energy-efficient LED lighting solution 

designed for parking garages and canopies.

•	 Field-selectable wattage and correlated 
color temperature (CCT) options.

•	 Integrated photocell sensor with an On/Off 
switch enables more energy savings.

•	 Additional PIR and microwave motion sensor 
accessories offer more advanced control.

Construction
•	 Die-cast aluminum housing protects integral 

components from harsh environments and 
optimizes thermal management.

•	 Housing is protected by a corrosion-
resistant powder coat available in standard 
bronze finish. Consult factory for custom 
color options. 1

•	 IP65-rated enclosure is sealed against 
moisture and environmental contaminants.
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40 24W, 32W, 40W

80 48W, 64W, 80W

Selectable Power

SCCT Selectable CCT: 
3000K, 4000K, 
5000K

Selectable CCT

PIR PIR Sensor

MS Microwave Motion Sensor

CAS Casambi Enabled

Accessories

Product Overview
The QubePark Select (QPS1) LED Parking Garage 
Canopy light is a versatile outdoor lighting solution 
designed to improve safety and visibility in parking 
garages and canopy areas. Featuring selectable 
wattage and CCT options, it supports various project 
needs while delivering consistent, energy-efficient 
illumination with US LED’s ultra-long-life technology. 
Its modern design ensures maximum visual 
appeal, while an integrated photocell and sensor 
accessories offer enhanced control. Engineered for 
easy installation, the QubePark Select is the ideal 
choice for simple and hassle-free lighting upgrades.

Product Applications
•	 Parking Garages

•	 Walkway Canopies

•	 Educational Facilities

•	 Business Campuses

•	 Industrial Facilities

•	 Security Lighting

•	 Building Entrances

•	 Commercial Exteriors

Product Certifications/Approvals
•	 UL Certified

•	 Complies with UL1598 and CSA C22.2

•	 DLC Premium Listed

•	 Suitable for Wet Locations

•	 FCC Part 15 Class B

•	 RoHS Compliant

IP65
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Dimensions

QPS1 Packaging

Carton 
Dimensions

12.8” x 12.8” x 5.8”

Net Weight 4.76 lbs. [2.15kg]

10.16 in. 
[258mm]

10.16 in. 
[258m

m
]

3.23 in. 
[82m

m
]
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Performance Data

Model CCT System Level Power Wattage Delivered Lumens Efficacy L70 Calculated Life

QPS1-40-UNVL-SCCT-BZ

3000K

24W 24.6W 3,348 136 LPW

185,000 hours

32W 31.7W 4,379 138 LPW

40W 39.4W 5,428 138 LPW

4000K

24W 24.0W 3,462 144 LPW

32W 30.9W 4,592 149 LPW

40W 38.2W 5,748 150 LPW

5000K

24W 24.5W 3,440 140 LPW

32W 31.6W 4,513 143 LPW

40W 39.6W 5,652 143 LPW

QPS1-80-UNVL-SCCT-BZ

3000K

48W 46.4W 7,301 157 LPW

185,000 hours

64W 62.2W 9,474 152 LPW

80W 78.0W 11,459 147 LPW

4000K

48W 45.3W 7,614 168 LPW

64W 60.4W 9,993 165 LPW

80W 75.5W 12,241 162 LPW

5000K

48W 46.2W 7,498 162 LPW

64W 62.1W 9,751 157 LPW

80W 79.0W 12,058 153 LPW
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Accessories

DC-Powered Bi-Level Dim 
Dusk/Dawn PIR Sensor

HAISEN | HD07VR-PH

Infrared Wavelength 5-14um

Output Signal Peak 3500mV

Installation Height 12m/39ft. Max.

Detection Distance 3m/9ft.

Detection Area 25%/50%/75%/100%

Hold-time
5s/30s/1min/3min/5min/10min/
20min/30min

Daylight Threshold
Disable/2lux/10lux/30lux/ 
50lux/80lux/120lux

Standby Dimming Level 10%/20%/30%/50%

Standby Period
0s/10s/30s/1min/5min/10min/3
0min/60min+∞

Dusk/Dawn Sensing

•	 Daylight threshold as 30lux/ 50lux/ 
80lux/120lux

•	 Standby period as +∞;
•	 Standby dimming level as 

10%/20%/30%

Default Program

•	 Detection Area - 100%
•	 Hold-time - 5S
•	 Daylight Threshold - disable
•	 Standby Period - 0S
•	 Standby Dimming Level - 10%

Current <30mA

Working Temperature -20°C to 60°C (-4°F to 140°F)

Frequency 5.8GHz±75MHz

Microwave Power <0.3mW

Installation Height 12m/39ft. Max.

Detection Distance 3m/9ft.

Detection Area 25%/50%/75%/100%

Hold-time
5s/30s/1min/3min/5min/10min/
20min/30min

Daylight Threshold
Disable/2lux/10lux/30lux/ 
50lux/80lux/120lux

Standby Dimming Level 10%/20%/30%/50%

Standby Period
0s/10s/30s/1min/5min/10min/3
0min/60min+∞

Dusk/Dawn Sensing

•	 Daylight threshold as 30lux/ 50lux/ 
80lux/120lux

•	 Standby period as +∞;
•	 Standby dimming level as 

10%/20%/30%

Default Program

•	 Detection Area - 100%
•	 Hold-time - 5S
•	 Daylight Threshold - disable
•	 Standby Period - 0S
•	 Standby Dimming Level - 10%

Current <30mA

Working Temperature -20°C to 60°C (-4°F to 140°F)

•	 PIR sensor - 12VDC input range; remote control.

•	 Bi-level dimming, daylight threshold, and dusk/dawn function.

Key Features

•	 Microwave Sensor - 12VDC input range; remote control.

•	 Bi-level dimming, daylight threshold, and dusk/dawn function.

Key Features

DC-Powered Bi-Level Dim 
Dusk/Dawn Microwave Motion Sensor

HAISEN | HD07VP-MH

E529048

23±0.2

38±0.2

Ø54.0

M200.91 in. 

1.50 in. 

Ø 2.13 in. Ø

M20
18.8

26.3

Ø 2.13 in.

0.74 in. 
1.04 in. 

E529048
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Accessories

Factory-Installed Emergency Battery Backup
Streamer | YH36A-09WL-300

•	 Suitable for 4W to 300W luminaire with external LED driver.

•	 LiFePO4 12.8V 4.8Ah battery pack.

•	 Constant output power: Constant emergency light levels 
over full 90-minute runtime and over output voltage range.

•	 Deep discharge protection.

•	 Accessory test switch and charge indicator.

•	 Battery Pack Dimensions: 6.7 in. x 2.4 in x 1.57 in.

•	 Emergency Driver Dimensions: 5.9 in. x 1.7 in x 1.0 in.

Key Features

Rated Input Voltage
100-347V,100-
277VAC,50/60Hz

Input Current 120mA Max

Input Power 8W Max

Power Factor 0.6 @100VAC, 0.5@347VAC

Output Voltage Range
DC25-54V, 60V max; 90-300V, 
350V max.

Output Voltage 
(Emergency Mode)

4, 9, 16, 25W, Constant Power

Recharge Current 0-500mA

Recharge Time 24-48 Hours

Maximum Casing 
Temperature

80°C (176°F)

Ambient Operating 
Temperature

0°C to 60°C (32°F to 140°F)
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